


More Z-Wave products

The Radio Server from myTEM is also able to integrate Z-Wave products from other  
manufacturers.

myTEM sytem components Z-WAVE

»We automate  
your building too«
Professional, expeditious, sustainable.



FREE TOPOLOGY

«The Free Topology modules» 
Guarantee adaptability and flexibility.

The advantages of the myTEM Free Topology system: 

• 50 components per string

• Simpler wiring

• Simpler installation

• Less cabling effort

• Good expandability

• More space in the control cabinet 
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FT Base Modul MTBAS-100-FT - art. no. 805688

The FT Base Modul MTBAS-100-FT is used to expand the smart home system with products from the myTEM Free 
Topology range. This reduces the installation effort to a minimum. The device provides two independent CFT bus 
interfaces, as well as the CAN bus, for communication with Smart Server or Radio Server. The use of several FT Base 
Modules is possible. The device is installed on a 35 mm DIN rail.

Features:
• Operating voltage: 24 V DC ± 10%
• Power consumption: 0.28 W
• Interfaces: CAN bus, 2x CFT bus
• Operating temperature range: 0° C to +50° C, non-condensing 
• Dimensions (W×H×D): 38 × 102 × 63 mm
• Up to 50 components per CFT bus

FT DIN SIX MTDIN-100-FT - art. no. 805689

The FT DIN SIX MTDIN-100-FT serves as a 6-fold input extension for buttons, switches or door and window con-
tacts. Two inputs can alternatively be used as analog inputs for 0 - 10 V or for connecting temperature sensors. 
Optionally, the myTEM Touch Add-On Glossy can be connected. Intended for installation in a flush-mounted or 
cavity wall box.

Features:
• Operating voltage: 24 (10 - 26) V DC, with support terminals for further wiring
• Power consumption: 0.14 W
• Inputs digital: 4x Digital In 24 V DC (DI1 - DI4)
• Inputs universal: 2x Analog In 0-10 V DC (AI1 - AI2), also for NTC, PTC or 
   PT1000 or 2x Digital In 24 V DC
• Interfaces: CFT bus, connection for myTEM Touch Add-On Glossy
• Operating temperature range: 0° C to +40° C, non-condensing
• Dimensions (W×H×D): 44 x 41 x 19 mm
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FREE TOPOLOGY

FT RGBW Modul MTRGB-100-FT - art. no. 805691

The FT RGBW Modul MTRGB-100-FT is used to control and dim 4-color LED strips or lamps. The device is designed 
for installation in a flush-mounted or cavity wall box. 

Features:
• Operating voltage: 24 (10 - 26) V DC, with support terminals for further wiring
• Power consumption: 0.1 W
• Outputs: 4x 12 or 24 V DC, 2 A per output, dimmable, electronically
   controlled, RGBW
• Interfaces: CFT bus
• Operating temperature range: 0° C to +40° C, non-condensing
• Dimensions (W×H×D): 44 x 41 x 19 mm

FT Switch Dimmer MTSWD-100-FT - art. no. 805692

FT Switch Dimmer MTSWD-100-FT is used for switching and dimming of lighting. The device is designed for instal-
lation in a flush-mounted or cavity wall box. 

Features:
• Operating voltage: 24 (10 - 26) V DC, with support terminals for further wiring
• Power consumption: 0.26 W
• Outputs: 1x 230 V AC, 0 - 250 W, cos(φ) = 1, dimmable, electronically controlled    
   MOS-FET, max. current = 1 A
• Measurement value recording: power, energy
• Interfaces: CFT bus
• Operating temperature range: 0° C to +40° C, non-condensing
• Dimensions (W×H×D): 44 x 41 x 19 mm
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FT Switch Dual MTSWI-100-FT - art. no. 805690

The FT Switch Dual MTSWI-100-FT is a universal electronic switch with two outputs. The device is designed for 
installation in a flush-mounted or cavity wall box. To keep the power consumption low even when the relay is swit-
ched, bistable relays are used.

Features:
• Operating voltage: 24 (10 - 26) V DC, with support terminals for further wiring
• Power consumption: 0.07 W
• Outputs digital: 2x 250 V AC, 6 A, or 30 V DC cos(φ) = 1
• Measurement value recording: power, energy
• Interfaces: CFT bus
• Operating temperature range: 0° C to +40° C, non-condensing
• Dimensions (W×H×D): 44 x 41 x 19 mm



ACCESSORIES

Touch Add-On Glossy MTTOU-500 - art. no. 805619

The Touch Add-On Glossy is a smart control unit with five capacitive buttons and is always used together with the 
Radio Switch Dual Plus, Radio Switch Shutter Plus or FT DIN SIX and powered from it. This is also used for commu-
nication with the smart server. In addition, a temperature and humidity sensor, as well as a multi-color illumination, 
are integrated. The color can be freely selected. The control panel is visible in the dark without being obtrusive.

Features:
• Buttons: 5 fields, capacitive sensor technology
• Integrated sensors: room temperature, humidity
• Illumination: integrated, color freely selectable
• Operating temperature range: 0° C to +40° C, non-condensing
• Mounting: wall mounting above a flush-mounted or cavity wall box Ø 60 mm 
• Dimensions (W×H×D): 88 × 88 × 12 mm (height surface-mounted)

»Touch Add-On, the modern control for all demands«
 A stylish push button with integrated temperature and humidity measurement.



Outdoor temperature sensor ZAF-500 - art. no. 804069

The outdoor temperature sensor ZAF-500 permanently measures the outdoor temperature to control a com-
fortable room temperature. It is mounted in the shade. Suitable accessory for myTEM Smart Server MTSER-100,  
myTEM IO Modul MTIOM-100, myTEM IO Modul Small MTIOS-100. The connection to these components is made 
by direct cable connection.

Features:
• Sensor element: NTC, 5000 Ω at 25° C
• Measuring range: -40° C to +50° C
• Measuring accuracy: -40° C to -15° C ± 0.7 K / -14° C to +50° C ± 0.5 K 
• Operating temperature: -40° C to +70° C
• Mounting position: Vertical, cable entry at bottom
• Color: light gray
• Dimensions (W×H×D): 45 x 66 x 30 mm

Room Temperature Sensor MTRTS-100 - art. no. 805704

The Room Temperature Sensor MTRTS-100 permanently measures the indoor temperature, for controlling a 
comfortable room temperature. Suitable accessories for myTEM Smart Server MTSER-100, myTEM IO Modul MTI-
OM-100, myTEM IO Modul Small MTIOS-100. The connection to these components is made by direct cable connec-
tion.

Features:
• Sensor element: NTC, 10000 Ω at 25° C
• Measuring range: -20° C to +60° C
• Mounting: wall mounting with plug-in base 
• Housing: thermoplastic
• Dimensions (W×H×D): 85 x 25 x 85 mm

myTEM system components ACCESSORIES
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You can find the entire smart home range from myTEM at:  
www.mytem-smarthome.com



myTEM is a business unit of the TEM Group

Active in regulation and control since 1967
Control engineering is TEM‘s passion and has been for over 50 years. Developing and
manufacturing high-quality products is the pronounced goal. TEM is based in Switzerland 
and offers a comprehensive portfolio of first-class, perfectly matched products, systems 
and solutions in the fields of smart home, HVAC, renewable energy, room and building  
automation and energy management.

State-of-the-art manufacturing technologies
Innovative spirit and customer satisfaction are what have characterized the owner- 
managed company TEM since 1967. Highly motivated employees develop unique soluti-
ons and the use of state-of-the-art manufacturing technologies guarantees a consistently 
high quality standard. This gives all TEM customers the security of always acquiring flaw-
less and durable products.



«High quality technology 
from Switzerland» 
For automation solutions of all kinds.

Development and implementation of myTEM SmartHome
TEM has developed a leading system in the smart home field with years of know-how. The 
myTEM SmartHome solution has some outstanding advantages, such as arbitrary scalabi-
lity, open Z-Wave radio standard and protected privacy. Moreover, myTEM SmartHome is 
programmable and controllable via a user-friendly app or comprehensive software (myTEM 
SmartHome App and myTEM ProgTool).

Great know-how and many years of experience
Through decades of experience and extensive know-how, TEM has not only developed 
advanced products for OEM customers, but has also launched numerous innovations of its 
own, as can be seen in the „myTEM SmartHome“ smart home product line.



Grows with you and always fits.

You can find our   
complete assortment on:  

www.mytem-smarthome.com

Development, production and distribution:
TEM AG 

Triststrasse 8 
7007 Chur 

Switzerland  
Phone +41 81 254 25 25 

 info@mytem-smarthome.com
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